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Abstract 
A new laser peening process has been developed to 
introduce micro-dimples and compressive residual 
stress with/without powder deposition on the surface 
of machinery parts using a metal sheet/foil. In the 
present work, Q-switch YAG  laser with a max. 
pulse energy of 650mJ was used  to generate ultra 
high plasma pressure of around 5 GPa in 10-20 ns. 
The diameter and depth of dimple formed can be 
controlled by the beam spot size, max. pulse energy 
and thickness of metal foil in the range of 200µｍ 
～700µｍ in diameter and in the range of 5 ～50µｍ 
in depth, respectively. Indirect laser peening of 
piston for motorcycle engine was investigated to 
reduce the motor friction energy loss by introducing  
micro dimples and MoS2 powder deposition on the 
surface of the piston of aluminium alloy. As a result 
of motor friction test, it is found that indirect laser 
peening is very effective to reduce the motor friction 
energy loss of piston. It means that the fuel 
consumption of car or motorcycle engines can be 
improved in several percentages. In addition, fatigue 
test specimen of carbon steel was laser peened, and 
residual stress in the surface was measured. 
Compressive residual stress in the surface can be 
introduced by indirect laser peening.        te to 
reduce the friction energy loss of pistons for car and 
motor cycle engine. Process parameters such as 
laser intensity, type of metal foil and thickness of 
metal foil have been investigated to characterize this 
new process. 
 

Introduction 
Laser peening is a kind of laser surface treatment 
that introduces compressive residual stress on the 
material surface. The compressive residual stress is 
very effective for improvement of fatigue strength 
[1-2] and stress corrosion cracking of structures [3-

4]. On the other hand, Indirect Laser Peening is a 
new laser peenng process. Developed by prof. 
M.Kutsuna and Mr. K.Saito in 2005 (Japanese 
patent No.4058448). In this process, a metal foil is 
used to generate ultra-high plasma pressure and to  
make micro-dimples on the surface of substrate with 
deposition of metal or non metallic particles. In the 
present work, process parameters of indirect laser 
peening (ILP) process has been investigated for  the 
characterization of the process for the applications 
to machinery part such as car engine piston and 
piston ring as shown in Fig.1. 
 

 
Fig.1 Application of ILP process to piston head 

 

 
Fig.2 Experimental setup of indirect laser peening 

 
The mechanism of indirect laser peening (ILP 
process) is shown in Fig.2.  ILP process is carried 



out under the water. Therefore, second harmonic 
wave of YAG lase(λ＝532 nm) is recommended to 
get effective plasma pressure for  surface 
modification[5]. High intensity laser beam with 
short pulse is required to get ultra-high plasma 
pressure in 10-20 ns in the process. Many kinds of 
metal foil are used as a base sheet to absorb the laser 
power and to generate ultra-high plasma pressure of 
5GPa. The plastically- deformed base sheet is used 
for put the high pressure upon the substrate to make 
a micro dimple. In the conventional laser peening, 
base sheet is not used to make micro-dimples on the 
substrate. It can be called as a direct laser peening. 
In addition, metallic/non metallic particles is put on 
the back surface of base sheet to make metallic or 
non metallic deposition/coating on substrate before 
indirect laser peening. 
 

Experimental Procedure 
Materials used are SK85 tool steel foil, AISI 304 
type stainless steel foil, AISI 410 type stainless steel 
foil and SS400 mild steel foil (the thickness: 
15,25,35 and 45µｍ) as metal sheet, MoS2 powder 
for reduction of friction energy loss , and  A6061 
aluminium alloy plate as a substrate.   
In the present work, Q-switch pulsed YAG laser 
with a max. pulse energy of 650mJ as a wave length 
of 532nm has been used to generate ultra-high 
plasma pressure of around 5GPa in 10-20ns.  The 
beam spot diameter is from 200µｍ to 700µｍ. The 
diameter and depth of dimple formed can be 
controlled by the beam spot size, max. pulse energy 
and thickness of metal foil in the range of 200µｍ 
～ 700µｍ in diameter, in the range of 10mJ ～
650mJ in pulse energy and in the range of 15µｍ ～ 
45µｍ  in metal foil thickness. Fig.3 shows the 
experimental setup of indirect laser peening system 
in Advanced Laser Technology Research Center Co. 
 

 
Fig.3 Indirect laser peening system used 
 

The peening system including the Q-switch YAG 
laser of 1.5J pulse energy (λ＝1064nm), X-Y table , 
water bath, work piece holder, optics (focal distance 
= 150mm)  and controller. The typical condition of 
indirect laser peening is as follows; 
Laser intensity: 5 ～ 30GW/cm2 , Beam spot 
diameter: from 200µｍ  to 700µｍ , Thickness of 
metal foil: from 15µｍ to 45µｍ 

 
Experimental Result and discussion 

The effects of process parameters  such as laser  
intensity, type of metal foil and thickness of metal 
foil on the shape of dimple and deposition of 
Mos2 powder have been investigated. Fig.4 
shows the example of dimples on the metal foil 
and Fig.5 shows the shape of dimples on the 
A6061 substrate.   The diameter is about 420µｍ 
and the max. depth is 79 µｍ. The green laser 
(λ=532nm) is effective to make a dimple on the 
base sheet under the water as shown in Fig. 6. 
 

 
Fig.4 Dimples on the AISI 304 metal foil 

 

 

 
Fig.5 Shape of dimple on A6061 substrate (unit:µm) 



 

 
Fig.6  Photo of indirect laser peening on the piston 

for motorcycle under the water 
 
Effects of type and thickness of metal foil 
(1) Using SK85 tool steel foil 
The effect of thickness of SK tool steel foil on the 
formation of dimple has been investigated under the 
condition A shown in Table 1.  The one of results is 
shown in Fig.7. The laser intensity was  4.9GW/cm2.
～29.7GW/cm2. The diameter  and depth of dimple 
on the foil is 661µm  and 22µm, respectively.  
 

Table 1 The peening condition 
Pulse energy (mJ) 50, 100, 200, 300 
Spot diameter (µm) 400 
Power density 
(GW/cm2) 4.9～29.7 

Number of shot 1 
Thickness of metal foil 
(µm) 15, 25, 35, 45 

Water supply In the water bath 
 
The dimple on the A6061 substrate is 233µｍ in 
diameter and 8µｍ in  depth was formed by ILP 
process as shown in Fig.8. Using 25µm thick 
metal foil , dimple was formed as shown in Fig. 9. 
The dimple on the metal foil is more than 537µm 
in diameter and 14µm in depth and the dimple on 
the A6061 alloy substrate is 215µm and 5µm in 
depth. The higher the thickness of metal foil is, 
the higher laser intensity is required . Using 35µm 
thick SK steel foil , the dimple on the steel foil is 
more than 537 µm in diameter and  10µm in 
depth and the dimple on the A6061 alloy 
substrate is 301µm and 6µm in depth the dimple 
was formed as shown in Fig.10.  
The 45µｍ thick SK85 steel foil is too hard for 
indirect laser peening (ILP) process. Therefore, 
no dimple was formed  on the substrate. 

 
Fig. 7 Dimple on 15µｍ  thick metal sheet 

formed by ILP  process  of  9.9GW/cm2  
 

 
Fig.8 Dimple and MoS2 powders on A6061 

substrate formed by ILP process of  
9.9GW/cm2 using 15µｍ thick foil 

  
Fig.9 Dimple and MoS2 powders on A6061 

substrate formed by ILP process under the 
9.9GW/cm2 using 25 µｍthick  metal foil 
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Fig.10 No dimple and MoS2 powder on A6061 
substrate formed by ILP process under the 9.9GW/cm2 
using 35µｍthick metal foil 

 
(2) Using AISI304 stainless steel foil  
The effect of thickness of AISI 304 stainless steel  
foil on the formation of dimple has been 
investigated under the condition A shown in 
Table 1.  The results are shown in Figs.11and 12. 
The laser intensity was  4.9GW/cm2. ～
29.7GW/cm2. AISI 304 stainless steel foil is 
useful for ILP process  to put MoS2  powder on 
the substrate as shown in Figs. 11 and 12. Dark 
particles in the photo shown in Figs.11 and 12 are  
MoS2 powder.  If the thickness of the stainless 
steel foil increase, the  amount of the powder 
deposited decrease as shown  in Fig.13. 
 

 
Fig.11 Dimple on A6061 substrate using 304 type 
stainless steel foil of 15 µm in thickness by ILP 
process at a laser intensity of 9.9GW/cm2 

 

 
Fig.12 Dimple on A6061 substrate using 304 type 
stainless steel of 15 µm in thickness at a laser intensity 
of 19.7GW/cm2 

 
Fig.13 Dimple on A6061 substrate using 304 type 
stainless steel of 35µm in thickness at a laser intensity 
of 9.9GW/cm2 

(3) Using AISI410 stainless steel foil 
The effect of thickness of AISI 410 stainless steel   
foil on the formation of dimple and deposition of 
MoS2 powder has been investigated under the 
condition A shown in Table 1. The results are 
shown in Figs.14and 15. The laser intensity was 
4.9GW/cm2. ～ 29.7GW/cm2. At a low laser 
intensity of 4.9GW/cm2, a deep dimple with MoS2 
powder can be formed as shown in Fig.14. 

301μｍ 

6μｍ 



 
Fig.14 Dimple and MoS2 powder on A6061 alloy 
substrate using the 410 type stainless steel of 15µm 
in thickness at a laser intensity of  4.9GW/cm2 
 
Gray particle in the dimple on the substrate is also 
MoS2 in Fig 15. The diameter of dimple is about 
185- and 191μm and the depth of dimple are 11 μ
m and 7μm, respectively.  
 

 
Fig.15 Dimples and MoS2 on A6061 alloy  substrate  
using 410 type stainless steel of 25µm in thickness 
at laser intensities of (a) 4.9GW/cm2, 
(b)9.9GW/cm2,(c)19.7GW/cm2, (d)29.7GW/ cm2 
 
Deposition of MoS2 powder on A6061 substrate 
using AISI 410 stainless steel foil is more desirable 
than that by 304 stainless steel foil.  
The dimple formation and deposition of MoS2 
powder by ILP process using SS400 mild steel foils 
of 45µm are possible.  It suggests that ductile metal 
foil can be easily deformed and put the powder into 
substrate as shown in Fig.16. 
 

.  
Fig.16 Pimple and MoS2 on A6061 alloy substrate 
by ILP process using SS400 mild steel foil of 45µm 
in thickness at a laser intensity of 4.9GW/cm2 
 
Indirect laser peening of piston for motorcycle 
(1) Experimental procedure 
In order to apply the indirect laser peeing process to 
a piston for a motorcycle, motor friction test was 
carried out.  A piston skirt was laser peened and 
several micro dimples were formed as shown in Fig. 
17 under the following condition; 
   Laser power   :  400mJ 
   Pulse width   :       8ns 
   Power density:   15GW/cm2  
   Pattern           : Stack type 
The dimples are useful to reduce the friction energy 
loss of piston  due to the Stribeck Curve. 
The Friction coefficient can be reduced by fluid 
lubrication of oil in the dimples. If  MoS2 powder is 
added on the surface of dimple, the lubrication 
effect can be prolonged.  
Motor friction test with a motoring device was 
carried out using the three types of specimens as 
shown in Fig. 18. The testing condition is as 
follows; 
   Rotation speed:  1000 to 4500 rpm   
   Type of Piston:  Motorcycle engine for C50    
   Engine oil       :  Honda Ultra LTD 5W-30 
   Atmospheric Temperature:   25℃ 

Plug seat temperature:  80℃ 
 

 
(a) with metal foil peened  (b) after removing  foil 

Fig. 17 Laser peened piston for a motorcycle 
 



 
Fig.18  Motor friction testing machine for piston 
 

 
Fig.19 Test result of motor friction test of piston 

 
(2)  Experimental result 
The test result is shown in fig.19. WPC specimen 
and indirect laser  peening specimen showed 
lowest inner pressure as a friction coefficient  As 
a result of motor friction test, the motor friction 
energy loss was improved about 12% comparing 
the standard one.  
 
Fatigue test of steel specimen laser peened 
High carbon steel specimens were machined 
specially or  indirect laser peened  for fatigue test. 
Fig.20 shows the test result. Both specimens have  
high fatigue strength higher than 240 MPa.  
 

Coclusiom 
Indirect laser process has been developed for 
deposition of particles such as metallic, non 
metallic materials, the formation of micro 
dimples on the metal substrate and machinery 
part, and for introduce the compressive residual 
stress for improving the fatigue strength and 
corrosion resistance of chemical/nuclear 
components. As a result of motor friction test, the 
motor friction energy loss was improved about 
12% comparing the standard one. 
 

 
Fig.20 Fatigue test result of  steel specimens  
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